Appl. No. 10/087,558 

Amendments to the Claims 



Claims 1-44. (Canceled) 

45. (Currently amended) A reactive precursor feeding manifold assembly, 
comprising: 

an elongate body comprising an elongate plenum chamber, the plenum chamber 
having a longitudinal axis, the plenum chamber having a first longitudinal axis end and a 
second longitudinal axis end; 

the plenum chamber comprising a plurality of precursor inlets received along the 
longitudinal axis; 

respective precursor feed streams on the body feeding to the plenum chamber 
precursor inlets, the respective precursor feed streams including an elongated segment 
joining with its plenum chamber precursor inlet and which is oriented substantially normal 
to the longitudinal axis; 

respective multi-inlet valves positioned proximate the body in the respective 
precursor feed streams, the respective multi-inlet valves having at least two valve inlets 
and at least one valve outlet, one of the valve inlets being configured for connection with a 
reactive precursor source, another of the valve inlets being configured for connection with a 
purge gas line; 

a purge gas inlet to the plenum chamber at the first longitudinal axis end and 
upstream of all precursor inlets to the plenum chamber; 

a purge gas stream on the body feeding to the purge gas inlet through a single-inlet 
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valve, the purge gas stream including an elongated segment joining with the purge gas 
inlet and which is substantially aligned on the longitudinal axis; and 

the body comprising a plenum chamber outlet at the second longitudinal axis 
end configured to connect with a substrate processing chamber ; and 

a structure on the body configured to mount the body to a substrate processing 
chamber with the plenum chamber outlet proximate to and connected with a substrate 
processing chamber inlet, the respective multi-inlet valves when the body is so mounted all 
being totally received within peripheral lateral confines of said chamber housing of the 
substrate processing chamber . 

46. (Previously presented) The manifold assembly of claim 45 wherein the multi- 
inlet valves have only two inlets and only one outlet. 

47. (Original) The manifold assembly of claim 45 wherein the another valve inlet 
is upstream of the one valve inlet. 

48. (Canceled) 

49. (Currently amended) The manifold assembly of claim 45 c l a i m 4 8 wherein 
the structure is configured to mount the body to a substrate processing chamber with the 
longitudinal axis being substantially vertical. 

50. (Currently amended) The manifold assembly of claim 45 c l a i m 4 8 wherein 
the structure comprises a projection on the body. 
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51. (Currently amended) The manifold assembly of claim 45 c l a i m 48 wherein 
the structure comprises a flange. 

Claims 52-53 (Canceled). 

54. (Previously presented) The manifold assembly of claim 45 wherein the 
plenum chamber purge gas inlet is on the longitudinal axis. 

55. (Previously presented) The manifold assembly of claim 45 wherein, 
the multi-inlet valves have only two inlets and only one outlet; 

the another valve inlet is upstream of the one valve inlet; and 
the plenum chamber purge gas inlet is on the longitudinal axis. 

56. (Currently amended) The manifold assembly of claim 55 furth e r compr i s i ng 
structure on tho body conf i gured to mount tho body to a substrate process i ng chamber w i th 
tho p l enum chamber out l et prox i mate to and connoctod w i th a substrate process i ng 
chamber i n l ot, and wherein the structure comprises a projection on the body. 

57. (Currently amended) The manifold assembly of claim 55 furth e r compr i s i ng 
structure on tho body conf i gured to mount tho body to a substrate process i ng chamber w i th 
tho p l enum chamber out l et prox i mate to and connoctod w i th a substrate process i ng 
chamber i n l ot, and wherein the structure comprises a flange. 
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58. (Currently amended) The manifold assembly of claim 45 wherein, 
the multi-inlet valves have only two inlets and only one outlet; 

the another valve inlet is upstream of the one valve inlet; and 
further compr i s i ng structure on tho body conf i gured to mount tho body to a substrate 
process i ng chamber w i th tho p l enum chamber out l et prox i mate to and connoctod w i th a 
substrate process i ng chamber i n l et, the structure being configured to mount the body to a 
substrate processing chamber with the longitudinal axis being substantially vertical. 

59. (Original) The manifold assembly of claim 58 wherein the structure 
comprises a projection on the body. 

60. (Original) The manifold assembly of claim 58 wherein the structure 
comprises a flange. 

61 . (Previously presented) The manifold assembly of claim 58 wherein the 
plenum chamber purge gas inlet is on the longitudinal axis. 
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